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7-in-1 Raptor III 

Part No: 

MA1290.K.LBICGRT.001 

 
Description: 

7-in-1 Shark Fin Style Combination Antenna including 2 Whip Antennas 

GNSS, 2*5G/4G MIMO, 2*Wi-Fi MIMO, VHF/UHF(TETRA)/LMR and AM/FM 

 

Features: 

1* Active GPS/GLONASS/BeiDou/Galileo L1/B1/E1 

2* Worldwide 5G/4G MIMO 

2* 2.4 GHz/5.8 GHz Dual-Band Wi-Fi MIMO 

1* Active AM/FM  

1* VHF/UHF/LMR/700-900MHz Depending on Whip Used: 

¶ FW.19.M6.F (431mm) covering  VHF/UHF(TETRA)/LMR bands 130-150MHz and 350-470MHz 

¶ FW.79.M6.F (65mm) covering LMR bands 700 - 900MHz 

Housing Dimensions: 190 x 95 x 92mm, Whip Dimensions: 65 x Ø13mm  

Braided 3m cable assembly 

GNSS, AM/FM, 5G/4G MIMO: SMA(M) Connector 

Wi-Fi MIMO: RP-SMA(M) Connector  

RoHS & REACH Compliant 
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мΦ LƴǘǊƻŘǳŎǘƛƻƴ о 

нΦ {ǇŜŎƛŦƛŎŀǘƛƻƴ п 

оΦ aŜŎƘŀƴƛŎŀƭ 5ǊŀǿƛƴƎ мл 

пΦ tŀŎƪŀƎƛƴƎ мм 

рΦ Lƴǎǘŀƭƭŀǘƛƻƴ мн 

сΦ !ŎǘƛǾŜ !ƴǘŜƴƴŀ /ƘŀǊŀŎǘŜǊƛǎǘƛŎǎ мп 

тΦ !ƴǘŜƴƴŀ /ƘŀǊŀŎǘŜǊƛǎǘƛŎǎ мт 

уΦ wŀŘƛŀǘƛƻƴ tŀǘǘŜǊƴǎ нс 

фΦ !ǇǇƭƛŎŀǘƛƻƴ bƻǘŜ пп 
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¢ŀƻƎƭŀǎ ƳŀƪŜǎ ƴƻ ǿŀǊǊŀƴǘƛŜǎ ōŀǎŜŘ ƻƴ ǘƘŜ ŀŎŎǳǊŀŎȅ ƻǊ ŎƻƳǇƭŜǘŜƴŜǎǎ ƻŦ ǘƘŜ ŎƻƴǘŜƴǘǎ ƻŦ ǘƘƛǎ ŘƻŎǳƳŜƴǘ ŀƴŘ ǊŜǎŜǊǾŜǎ ǘƘŜ 
ǊƛƎƘǘ ǘƻ ƳŀƪŜ ŎƘŀƴƎŜǎ ǘƻ ǎǇŜŎƛŦƛŎŀǘƛƻƴǎ ŀƴŘ ǇǊƻŘǳŎǘ ŘŜǎŎǊƛǇǘƛƻƴǎ ŀǘ ŀƴȅ ǘƛƳŜ ǿƛǘƘƻǳǘ ƴƻǘƛŎŜΦ ¢ŀƻƎƭŀǎ ǊŜǎŜǊǾŜǎ ŀƭƭ ǊƛƎƘǘǎ ǘƻ 
ǘƘƛǎ ŘƻŎǳƳŜƴǘ ŀƴŘ ǘƘŜ ƛƴŦƻǊƳŀǘƛƻƴ ŎƻƴǘŀƛƴŜŘ ƘŜǊŜƛƴΦ wŜǇǊƻŘǳŎǘƛƻƴΣ ǳǎŜ ƻǊ ŘƛǎŎƭƻǎǳǊŜ ǘƻ ǘƘƛǊŘ ǇŀǊǘƛŜǎ ǿƛǘƘƻǳǘ ŜȄǇǊŜǎǎ 
ǇŜǊƳƛǎǎƛƻƴ ƛǎ ǎǘǊƛŎǘƭȅ ǇǊƻƘƛōƛǘŜŘΦ  
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1.  Introduction 
 

 
The Taoglas Raptor III MA1290 is a high performance 7-in-м ά{ƘŀǊƪ Cƛƴέ ǎǘȅƭŜ ŎƻƳōƛƴŀǘƛƻƴ ŀƴǘŜƴƴŀΦ Lǘ ǇǊƻǾƛŘŜǎ 
multiple antenna connections in a sleek, covert enclosure and is suitable for all automotive and commercial trucking 
applications. The Raptor III has been engineered to be mounted directly on the vehicle roof and is supplied with 3m 
cables and SMA connectors as standard. The Raptor III is designed to combine and active multiband GNSS 
(GPS/GLONASS/BeiDou/Galileo), 2*5G/4G Cellular MIMO, 2*Dual-Band Wi-Fi, Active AM/FM and is supplied with 
two whip antennas. The larger FW.19.M6.F whip covers VHF/UHF(TETRA)/LMR frequencies at 130-150 and 350-470, 
or the shorter FW.79.M6.F covers 700-900MHz depending on regional specific applications. 
 
All high-performance antennas are packaged in a compact, robust, IP67 rated enclosure. The whip antennas attach 
to the rear of the enclosure covers all frequency bands used for specialist communication systems such as public 
safety and first responders. 
 
The cellular antennas in the Raptor III cover all 4G, and the new Sub 6GHz 5G cellular bands offering efficiencies of 
up to 80%. Fallback to 3G and 2G bands are possible where 5G and 4G is not accessible. The high performing Wi-Fi 
antennas cover both the 2.4GHz and 5.8GHz Wi-Fi bands and are supplied with SMA(M) / RP-SMA(M) connectors as 
standard. The whip antennas cover LMR and Terrestrial Trunked Radio (TETRA) bands. They are connected via a 
threaded M6 Female connector to the M6 male connector on the enclosure. Low loss 1.5DS cables are used that can 
allow for longer cable installations if required. 
 
The Raptor III has a robust, impact resistant, UV resistant, PC enclosure and is easy to install. It requires just one 
single M20 hole, unlike many other vehicle mount solutions currently on the market that require multiple mounting 
holes. This single hole mounting substantially reduces installation time & cost and reduces damage to the vehicle. 
 
Typical Applications Include: 
- Transportation and Fleet Management 
- Autonomous Driving and Robotics 
- FirstNet, First Responders and Emergency Services 
 
The cables, connectors and whip are fully customizable, the antenna is supplied with two whip antennas in the 
package. For further information or installation instructions contact your regional Taoglas customer support team 
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2.  Specification 
 

 

GNSS Frequency Bands 

GPS 
L1  

1575.42 MHz 
L2  

1227.6 MHz 
L5  

1176.45 MHz 
  

 Â Ä Ä   

GLONASS 
G1  

1602 MHz 
G2  

1248 MHz 
G3  

1207 MHz 
  

 Â Ä Ä   

Galileo 
E1  

1575.24 MHz 
E5a  

1176.45 MHz 
E5b  

1201.5 MHz 
E6  

1278.75 MHz 
 

 Â Ä Ä Ä  

BeiDou 
B1C  

1575.42 MHz 
B1I  

1561 MHz 
B2a  

1176.45 MHz 
B2b  

1207.14 MHz 
B3  

1268.52 MHz 

 Â Â Ä Ä Ä 

L-Band 
L-Band  

1542 MHz 
    

 Ä     

QZSS (Regional) 
L1  

1575.42 MHz 
L2C  

1227.6 MHz 
L5  

1176.45 MHz 
L6  

1278.75e6 
 

 Â Ä Ä Ä  

IRNSS (Regional) 
L5  

1176.45 MHz 
    

 Â     

SBAS 
L1/E1/B1  

1575.42 MHz 
L5/B2a/E5a  

1176.45 MHz 
G1  

1602 MHz 
G2  

1248 MHz 
G3  

1207 MHz 

 Â Ä Ä Ä Ä 

 

 
Db{{ .ŀƴŘǎ ŀƴŘ /ƻƴǎǘŜƭƭŀǘƛƻƴǎ 
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Dt{κD[hb!{{κ.Ŝƛ5ƻǳκDŀƭƛƭŜƻ 9ƭŜŎǘǊƛŎŀƭ 

Frequency (MHz) 1561 1575.42 1602 

VSWR (max.) 2.0:1 2.0:1 2.0:1 

Efficiency (%) 53.3 55.8 60.6 

Peak Gain (dBi) 2.8 3.3 3.7 

Polarization RHCP 

Impedance рлʍ 

Cable 3-meter standard, fully customizable 

Connector SMA(M) standard, fully customizable 

 
 
 

[b! ŀƴŘ CƛƭǘŜǊ 9ƭŜŎǘǊƛŎŀƭ tǊƻǇŜǊǘƛŜǎ 

Frequency (MHz) 1561 1575.42 1602 

VSWR (max.) 2.0:1 2.0:1 2.0:1 

Gain@1.8V (Typ.) 23 dB 23 dB 23 dB 

Gain@3.0V (Typ.) 29 dB 28 dB 29 dB 

Gain@5.5V (Typ.) 32 dB 32 dB 31 dB 

Noise@1.8V (Typ.) 2.9 dB 2.5 dB  2.8 dB 

Noise@3.0V (Typ.) 2.9 dB 2.6 dB 2.7 dB 

Noise@5.5V (Typ.) 3 dB 2.6 dB 2.9 dB 

Power consumption@1.8V (Typ.) 4.5 mA 

Power consumption@3.0V (Typ.) 10 mA 

Power consumption@5.5V (Typ.) 22 mA 

¢ƻǘŀƭ {ǇŜŎƛŦƛŎŀǘƛƻƴ ό¢ƘǊƻǳƎƘ !ƴǘŜƴƴŀΣ {!² CƛƭǘŜǊ ŀƴŘ [b!ύ 

Frequency (MHz) 1561 1575.42 1602 

Gain@3.0V (Typ.) 35 dB 35 dB 35 dB 

Impedance рлʍ 
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рDκпD 9ƭŜŎǘǊƛŎŀƭ 

Band 
Frequency 

(MHz) 
 Efficiency 

(%) 

Average Gain  

(dB) 

Peak Gain  

(dBi) 
Impedance 

Max Power 
Input 

Polarization Radiation Pattern 

5GNR/4G 

Band 71 
617~698 

MIMO 1 21.5 -6.7 -3.7 

рлʍ 10W Linear Omni 

MIMO 2 21.3 -6.7 -3.8 

4G/3G  

Band 12,13,14,17,28,29 
698~806 

MIMO 1 24.8 -6.1 -1.9 

MIMO 2 27.7 -5.6 -2.3 

4G/3G  

Band 5,8,18,19,20,26,27 
824~960 

MIMO 1 32.1 -4.9 -0.3 

MIMO 2 33.5 -4.8 -0.8 

5GNR/4G  

Band 21,32,74,75,76 
1427~1518 

MIMO 1 36.2 -4.4 1.6 

MIMO 2 28.7 -5.4 0.8 

4G/3G  

Band 1,2,3,4,9,23,25,35,39,66 
1710~2200 

MIMO 1 35 -4.4 3.6 

MIMO 2 35.2 -4.5 2 

4G/3G 

Band 7,38,41 
2490~2690 

MIMO 1 30.4 -5.2 1.6 

MIMO 2 31.2 -5.1 1.8 

5G NR  

Band 22,42,48,77,78,79 
3300~5000 

MIMO 1 20.3 -6.9 -0.7 

MIMO 2 19.6 -7.1 0.6 

LTE5200/ 

Wi-Fi 5800 
5150~5925 

MIMO 1 16.1 -7.9 0.1 

MIMO 2 17.2 -7.6 0.4 

ϝ¢ŜǎǘŜŘ ƻƴ олȄолŎƳ ƎǊƻǳƴŘ tƭŀƴŜ ǿƛǘƘ оƳ ¢D/πмΦр5{ /ŀōƭŜ 
 
 

²ƛπCƛ 9ƭŜŎǘǊƛŎŀƭ 

Band 
Frequency 

(MHz) 
 Efficiency 

(%) 

Average Gain  

(dB) 

Peak Gain  

(dBi) 
Impedance 

Max Power 
Input 

Polarization Radiation Pattern 

2.4GHz Wi-Fi 2400~2500 
MIMO 1 29 -5.4 0 

рл ʍ 10W Linear Omni 
MIMO 2 30.4 -5.2 -0.1 

5.8GHz Wi-Fi 5150~5850 
MIMO 1 19.5 -7.1 0.1 

MIMO 2 21.8 -6.6 0.9 

ϝ¢ŜǎǘŜŘ ƻƴ олȄолŎƳ ƎǊƻǳƴŘ tƭŀƴŜ ǿƛǘƘ оƳ ¢D/πмΦр5{ /ŀōƭŜ 
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±ICκ¦ICκ[aw 9ƭŜŎǘǊƛŎŀƭ 

Frequency (MHz) 135-900MHz 

VSWR (max.) 3.8:1 

Efficiency (%) typ  30 

Peak Gain (dBi) typ 1.6 

Average Gain (dB) typ -5 

Return Loss (dB) -11.5 

Polarization Linear - Vertical  

Impedance рлʍ 

Cable TGC-200, 3-meter standard, fully customizable 

Connector Mini UHF(M) standard, fully customizable 

 

!ŎǘƛǾŜ !aκCa 9ƭŜŎǘǊƛŎŀƭ 

AM Radio Bands FM Radio Bands 

535-1605KHz 88-108MHz 

FM LNA Gain @12V 15dB 
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aŜŎƘŀƴƛŎŀƭ 

Dimensions (Not including Whip) Length - 191mm / Width - 95.7mm / Height - 98.3mm 

Whip Length 
Long Whip(Wideband) ς 430mm 

Short Whip(LMR Only) ς 65mm 

Whip Coil Diameter Ø6mm 

Whip Base Diameter Ø14mm 

Enclosure UV Resistant PC 

Cable 3m Braided TGC-200 

Connector 

GNSS, AM/FM, 5G/4G MIMO: SMA(M) 

Wi-Fi MIMO: RP-SMA(M) 

VHF/UHF(TETRA)/LMR (130-150,350-470,700-900MHz): Mini UHF (M) 

Base and Thread Nickel plated steel 

Thread Diameter M20 1.5P 

Weight (including cables & whip) 972g 

9ƴǾƛǊƻƴƳŜƴǘŀƭ 

Protection IP67 

Temperature Range -40°C to +85°C 

Cable Pull Force 17.28 Kgf-cm 
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рDκпD .ŀƴŘǎ aLah м ϧ н 
.ŀƴŘ bǳƳōŜǊ рDbw κ Cwм κ [¢9 κ [¢9π!ŘǾŀƴŎŜŘ κ ²/5a! κ I{t! κ I{t!Ҍ κ ¢5π{/5a! 

 Uplink Downlink Covered 

1 UL: 1920 to 1980 DL: 2110 to 2170 V 

2 UL: 1850 to 1910 DL: 1930 to 1990 V 

3 UL: 1710 to 1785 DL: 1805 to 1880 V 

4 UL: 1710 to 1755 DL: 2110 to 2155 V 

5 UL: 824 to 849 DL: 869 to 894 V 

7 UL: 2500 to 2570 DL:2620 to 2690 V 

8 UL: 880 to 915 DL: 925 to 960 V 

9 UL: 1749.9 to 1784.9 DL: 1844.9 to 1879.9 V 

11 UL: 1427.9 to 1447.9 DL: 1475.9 to 1495.9 V 

12 UL: 699 to 716 DL: 729 to 746 V 

13 UL: 777 to 787 DL: 746 to 756 V 

14 UL: 788 to 798 DL: 758 to 768 V 

17 UL: 704 to 716 DL: 734 to 746 V 

18 UL: 815 to 830 DL: 860 to 875 V 

19 UL: 830 to 845 DL: 875 to 890 V 

20 UL: 832 to 862 DL: 791 to 821 V 

21 UL: 1447.9 to 1462.9 DL: 1495.9 to 1510.9 V 

22 UL: 3410 to 3490 DL: 3510 to 3590 V 

23 UL:2000 to 2020 DL: 2180 to 2200 V 

24 UL:1625.5 to 1660.5 DL: 1525 to 1559 V 

25 UL: 1850 to 1915 DL: 1930 to 1995 V 

26 UL: 814 to 849 DL: 859 to 894 V 

27 UL: 807 to 824 DL: 852 to 869 V 

28 UL: 703 to 748 DL: 758 to 803 V 

29 UL: - DL: 717 to 728 V 

30 UL: 2305 to 2315 DL: 2350 to 2360 V 

31 UL: 452.5 to 457.5 DL: 462.5 to 467.5 O 

32 UL: - DL: 1452 ӛ 1496 V 

34 2010 to 2025 V 

35 1850 to 1910 V 

38 2570 to 2620 V 

39 1880 to 1920 V 

40 2300 to 2400 V 

41 2496 to 2690 V 

42 3400 to 3600 V 

43 3600 to 3800 V 

46 5150 to 5925 V 

48 3550 to 3700 V 

66 UL: 1710-1780 DL: 2110-2200 V 

71 617 to 698 V 

74/75/76 1427 to 1518 V 

77 3300 to 4200 V 

78 3300 to 3800 V 

79 4400 to 5000 V 

85 698 to 746 V 

*Bands References from: XGP Forum 

 



 

  

ҏҎ 
www.taoglas.com SPE-24-8-118-B 

3.  Mechanical Drawing 
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4.  Packaging 
 
 
 

  

1pc MA1290.A.LBICGRT.005 per PE Bag 
(Includes 2 Whips)  
Weight: 972.5g  

 

 

12pcs MA1290.A.LBICGRT.001 per Inner Trays  

 

 

 

12pcs MA1290.A.LBICGRT.001 per Carton  
Dimensions: 506*490*250mm  
Weight: 11.67Kg 

 

 

250mm 

490mm 506mm 
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5.  Installation 
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6.   Active Antenna Characteristics 
 
 
 

6.1   .ƭƻŎƪ 5ƛŀƎǊŀƳ ό!ŎǘƛǾŜ ŀƴǘŜƴƴŀύ 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

6.2   !ŎǘƛǾŜ Db{{ aŜŀǎǳǊŜƳŜƴǘǎ  

Db{{ [b! Dŀƛƴ 
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Db{{ [b! bƻƛǎŜ CƛƎǳǊŜ Ϫ оΦл±  
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6.3   !ŎǘƛǾŜ Ca aŜŀǎǳǊŜƳŜƴǘǎ  

 
Ca [b! Dŀƛƴ 
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7.   Antenna Characteristics 
 
 

7.1   ¢Ŝǎǘ {ŜǘǳǇ ς олϝолŎƳ DǊƻǳƴŘ tƭŀƴŜ  
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7.2   wŜǘǳǊƴ [ƻǎǎ π /ŜƭƭǳƭŀǊ 

 
 
 
 

7.3   wŜǘǳǊƴ [ƻǎǎ π ²ƛπCƛ 
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7.4   wŜǘǳǊƴ [ƻǎǎ π Db{{ 

 
 
 
 

7.5   wŜǘǳǊƴ [ƻǎǎ π Ca 
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7.6   wŜǘǳǊƴ [ƻǎǎ π ±ICκ¦IC[aw όмрлπфллaIȊύ 

 
 
 
 

7.7   wŜǘǳǊƴ [ƻǎǎ π Lǎƻƭŀǘƛƻƴ 
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7.8   9ŦŦƛŎƛŜƴŎȅ π Db{{ 

 
 
 
 
 
 
 



 

  

ҐҐ 
www.taoglas.com SPE-24-8-118-B 

7.9   9ŦŦƛŎƛŜƴŎȅ π /ŜƭƭǳƭŀǊ 

 
 
 
 

7.10  9ŦŦƛŎƛŜƴŎȅ π ²ƛπCƛ 
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7.11 !ǾŜǊŀƎŜ DŀǊƛƴ π Db{{ 

 
 
 
 

7.12  !ǾŜǊŀƎŜ Dŀƛƴ π /ŜƭƭǳƭŀǊ 
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7.13  !ǾŜǊŀƎŜ Dŀƛƴ ς ²ƛπCƛ 

 
 
 
 

7.14  tŜŀƪ Dŀƛƴ ς Db{{ 
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7.15  tŜŀƪ Dŀƛƴ π /ŜƭƭǳƭŀǊ 

 
 
 
 

7.16  tŜŀƪ Dŀƛƴ ς ²ƛπCƛ 
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8.   Radiation Patterns 
 
 
 

8.1   ¢Ŝǎǘ {ŜǘǳǇ π олϝолŎƳ DǊƻǳƴŘ tƭŀƴŜ 
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8.2   Db{{ н5 ϧ о5 wŀŘƛŀǘƛƻƴ tŀǘǘŜǊƴǎ  

мртрaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 
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8.3   /ŜƭƭǳƭŀǊ aLah м н5 ϧ о5 wŀŘƛŀǘƛƻƴ tŀǘǘŜǊƴǎ  

труaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 
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уфлaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 
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мулрaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 
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мфнлaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 
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мффлaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 

   
 
 
 
 
 
 
 
 
 
 



 

  

ґґ 
www.taoglas.com SPE-24-8-118-B 

нрллaIȊ 

 

·¸ tƭŀƴŜ ·½ tƭŀƴŜ ¸½ tƭŀƴŜ 

   
 
 
 
 
 
 
 
 
 
























